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Sodium Polyacrylate Liquid
Technical Data Sheet - Revision 00 - Date of issue 19-10-2026

1SO 9001:2015 - 1SO 22000:2018 + ISO 14001:2015 CERTIFIED MANUFACTURER < MADE IN INDIA

Product name ZEELCHEM™ 1000.Z7 Sodium Polyacrylate Liquid
Chemical name Sodium Polyacrylate Liquid

Synonyms | abbreviation Na-PAA

CAS No. 9003-04-7

Molecular formula

Molecular weight

(CsHsNﬂOz)n

Low MW dispersant grade

Category Water Treatment Polymer
HS code (indicative) 3906.90
Physical form Colourless to light-yellow transparent liquid

I PRODUCT DESCRIPTION

ZEELCHEM™ 1000.27 is the neutralised sodium salt of low-molecular-weight polyacrylic acid, supplied as a 40 % solution at
near-neutral pH. It is a highly efficient anionic dispersant that lowers slurry viscosity, prevents settling and inhibits scale, without
the acidity of the free-acid polymer.

The neutral pH makes ZEELCHEM™ 1000.Z7 easy to add to pigment slurries, detergent bases and process water without
adjusting pH. It adsorbs on particle surfaces and builds electrostatic repulsion, which allows high-solids grinding of calcium
carbonate, kaolin, titanium dioxide and other minerals.

In water treatment it acts as a scale inhibitor and dispersant for cooling, boiler and process water where an acidic polymer is not
desired, and in detergents it works as a co-builder and anti-redeposition agent.

I KEY FEATURES & BENEFITS

= Near-neutral pH; no pH correction needed

= Efficient dispersant for CaCOg3, kaolin, TiO, and pigments
= Lowers viscosity of high-solids slurries

= Scale inhibition and anti-redeposition action

= Good hard-water tolerance

= Low free-monomer content

I TYPICAL SPECIFICATIONS

Parameter Specification Test method
Appearance Colourless to light-yellow transparent liquid Visual (25 °C, clear glass)
Solid content >40.0 % Gravimetric, oven 120 °C
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Parameter Specification Test method

pH (as is) 6.0-8.0 pH meter, 25 °C

Free monomer (as acrylic acid) <0.50 % Bromination titration / HPLC
Density at 20 °C > 1.25 g/cm3 Density bottle / hydrometer, 20 °C
Solubility Completely miscible with water Visual, 1:10 in water

Values are typical specifications. Each consignment is supplied with a batch Certificate of Analysis (COA). Custom specifications are available on

request.

| APPLICATIONS

= Calcium carbonate and mineral grinding
= Paper coating colours

= Paints, emulsions and pigment pastes

= Ceramic slips and glazes

= Detergents and cleaners

= Textile scouring

= Cooling and process water

I DOSAGE & METHOD OF USE

0.2 - 1.0 % (dry polymer on dry pigment) for mineral and pigment dispersion; 1 — 15 mg/L as a scale inhibitor in water treatment.
Determine the optimum dose by a viscosity—dosage curve on your slurry.

Dose with a metering pump into a point of good mixing. The product may be diluted with good-quality (soft or demineralised)
water; dilute solutions should be prepared fresh. Compatible with other ZEELCHEM™ polymers and phosphonates; check
compatibility before blending with strong oxidisers or cationic products.

| PACKAGING

60.0 kg net HDPE carboy. Each carboy is labelled with product name, batch number, net weight and GHS hazard information.

I STORAGE & SHELF LIFE

Store in closed HDPE containers in a cool, shaded, ventilated area between 5 °C and 40 °C. Avoid freezing and direct sunlight;
mix gently before use if slight stratification is seen. Shelf life: 12 months in unopened packing.

I SAFETY & HANDLING

No GHS pictogram | Signal word: NONE

required None.

Near-neutral polymer solution with low hazard. Use goggles and gloves, avoid eye contact and rinse spills with water. Refer to
the ZEELCHEM™ SDS before handling. Full information is given in the ZEELCHEM™ Safety Data Sheet (SDS/MSDS).

I QUALITY & REGULATORY

= Manufactured under an ISO 9001:2015 quality management system; ISO 22000:2018 and 1SO 14001:2015 certified.
= Batch traceability with retained samples; COA with every consignment.

= SDS prepared to GHS (UN Rev. 10), ISO 11014, Indian MSIHC Rules 1989 (Schedule 9), EU REACH Annex Il and US
OSHA HCS formats.
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= Transport: Not regulated as dangerous goods (ADR / IMDG / IATA).

The information in this data sheet is based on our present knowledge and experience and is given in good faith. It does not constitute a warranty of specific

properties or suitability for a particular application. Users should carry out their own tests. ZEEL PRODUCT accepts no liability for use outside our recommendations.

ZEEL PRODUCT - A-23, Reva Duplex, Behind Bharat Petrol Pump, Ankhol, New Waghodia Road, Vadodara — 390019, Gujarat, India - +91-9724593964 -
zeelproduct@gmail.com

1SO 9001:2015 - 1ISO 22000:2018 - ISO 14001:2015 | Controlled copy — not to be altered | Page 303



